
  
 

Technical Data  
BDS 10KTL / BDS 12KTL / BDS 17KTL    

 
Rated AC power                              10000 W                12000 W                17000 W 

 
Maximum input power                         10300 W                12400 W                17600 W 

 
MPPT operating range                       250-800 Vdc            250-800 Vdc            250-800 Vdc 

 
Startup voltage                                200 Vdc                200 Vdc                200 Vdc 

 
Initial feeding voltage                          250 Vdc                250 Vdc                250 Vdc 

 
Number of inputs                                 2+2                    4+1                     3+3 

 
Operating voltage                            230 Vac                230 Vac                230 Vac   

 
Voltage Range                              187 -264 Vac           187 -264 Vac            187 -264 Vac 

 
Frequency range                            47,5 -50,2 Hz            47,5 -50,2 Hz            47,5 -50,2 Hz 

 
Nominal current                               14,5 Aac               17,4 Aac               24,6 Aac 

 
DC current injection (max.)                    <200 mA                <200 mA               <200 mA 

 
Power factor                                   >0,99                   >0,99                   >0,99 

 
Maximum efficiency                            >98,1%                 >98,1%                 >98,1% 

 
Switching plan                             self-commutated,      self-commutated,     self-commutated 

Transformerless         transformerless        transformerless 
 

Night power consumption                      < 0,2 W                 < 0,2 W                < 0,2 W 
 

Heat dissipation                              Convection           Convection              Convection 

 
Dimensions in mm (HxDxW)                   520x170x700           520x170x700             520x170x700 

 
Protection class                                 IP65                    IP65                    IP65 

 
Function Key                                     5                       5                      5 

 
Thermal protection                              Yes                     Yes                    Yes 

 
Ambient operating temp                -20 °C - +60 °C (> 45 °C derating)   -20 °C - +60 °C (> 45 °C derating)   -20 °C - +60 °C (> 45 °C derating) 
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